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Side View
Tilt Angle

Pan Angle

Note:
Rotation limited by 
post or screen size.
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SYSTEMA
Technical Specifications

Systema Range
 General Features

 Range Of Movement

Warranty:
10 years limited

Colours:
Silver and Anodised Aluminium
Max Load:
8kg (17.64 lbs) per arm

Consist of:
1X SS
1X SW6
1X SNT

SNWS6
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273mm
(10.75”)

253mm
(9.95”)

170mm
(6.7”)

275mm
(10.83”)

315mm
(12.4”)

145mm
(5.7”)

92.8mm
(3.65”)

33mm
(1.3”)

250mm
(9.84”)

 Monitor Spring Arm | Range of movement - Arm Dimensions 

 Monitor Spring Arm | Range of Movement - Arm Extension

Max.
668mm
(26.3”)

Min.
85mm
(3.35”)

Wall Channel

Maximum Extension

Minimum Extension50mm
(1.97”)
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 Tray Dimensions

255.4mm (10”)

Distance from pivot

300mm (12”)
12mm (1/2”)

272mm 
(10.75”)

Min.
128mm (5.04”)

Max. 258mm (10.16”)

Tray Dimensions

5°5°

Fine Adjustment

Tilt Adjustment

500
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 Side View

 Wall Channel Dimensions

  

Bottom of Wall Channel

Maximum Height 
to centre of arm 

427mm 
(16.8”)

Minimum Height 
to centre of arm 

112mm 
(4.4”)

 Wall

Channel Only 
Height

Countersunk Hole
Internal Diameter 
Ø6.5mm (0.26”)

60mm
(2.36”)

70mm
(2.76”)

16.5mm
(0.65”)

60mm
(2.36”)

15mm
(0.59”)

15mm
(0.59”)

40mm
(1.57”)

Total 
Height
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Installation Complete

75mm
(2.95”)

115mm
(4.53”)

39.75mm
(1.56”)

115mm
(4.53”)

100mm
(3.94”)

Ø4.5mm 
(0.18”)

No portion of this document or any artwork contained herein should be reproduced in any way without the express written consent of Atdec Pty Ltd.
Due to continuing product development, the manufacturer reserves the right to alter specifications without notice. Published 25.06.14 ©

   VESA Mounting Bracket


