
Minimum and Maximum Load:
1.5KG (3.3lbs) -  8KG (17.6 lbs)	

Included Hardware:			   Colours:				    Warranty:
All fasteners and hardware included.	 Silver, White, 				   10 years limited
						      Polished Aluminum/Black
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SYSTEMA
Technical Specifications

Systema Range

Range of Movement - Rotation & Angular

General Features



98mm
(3.86”)

280mm
(11”)

Monitor Spring Arm | Range of Movement - Arm Extension

Monitor Spring Arm | Range of movement - Arm Dimensions 

Max.
650.5mm

(25.6”)

Min.
70mm
(2.75”)

Maximum Extension Minimum Extension

170mm
(6.7”)

275mm
(10.83”)

315mm
(12.4”)

145mm
(5.7”)

92.8mm
(3.65”)

33mm
(1.3”)

250mm
(9.84”)

49.5mm
(1.95”)

430mm
(16.9”)

32.5mm
(1.28”)



Desk Clamp mounting option - Dimensions

The Desk Clamp bracket can be repositioned to suit different mounting surface 
thicknesses. The maximum mounting surface thicknesses supported are listed 
below from the Top to Middle to Bottom Screw Holes. 

Important! Any mounting surface must be capable of supporting the combined 
weight of all Systema products and attached screens/devices. If in doubt, contact 
your mounting surface supplier.

T M B

Top	     0 - 38mm (default)
Middle	   11 - 53mm
Bottom	   25 - 68mm

Desk Clamp mounting option - Dimensions

By using either the 54mm or 80mm 
Bolt Through Screw with 1 - 3 washers, 
mounting thicknesses from 10mm to 
63.5mm are supported.

10 - 13mm
13 - 16mm
16 - 36mm
36 - 39mm
39 - 42mm
42 - 63.5mm

3
2
1
3
2
1

54mm

80mm

Washers 
Needed	

Bolt Through 
Screw

Mounting 
Thickness	

116mm
(4.56”)

65mm
(2.56”)

88mm
(3.46”)

112mm
(4.4”)

6.5mm
(0.25”)

70mm
(2.75”)

45mm diameter 
Washer(s)

M8 x 54/80mm 
Bolt Through 
Screw

Spigot Housing

9mm hole

Mounting Surface

116mm
(4.56”)

Fixing Point
32.5mm
(1.28”)

65mm
(2.56”)



Installation Complete

VESA Mounting Bracket

No portion of this document or any artwork contained herein should be reproduced in any way without the express written consent of Atdec Pty Ltd.
Due to continuing product development, the manufacturer reserves the right to alter specifications without notice. Published 28.04.14 ©

75mm
(2.95”)

115mm
(4.53”)

39.75mm
(1.56”)

115mm
(4.53”)

100mm
(3.94”)

Ø4.5mm 
(0.18”)


