ATDEC

Infinite
Mounting
Possibilities

Technical Specification

Post Mounted Heavy Duty
Dual Vertical Monitor Mount

AWMS-2-BT75

FEATURES

Desk mounting solution for two large
displays (deep, curved or ultrawide) in a
vertical configuration

Compatible with Heavy Duty F Clamp
(AWM-FH) or Grommet Mount (AC-GC)

Tool free height and tilt adjustment

Balanced tilt for ease of setting optimum
screen angle

Micro adjustment provides the ability to
fine tune small gaps between monitors
and level screens

Quick connect display attachment

Monitor weight
Flat
Curved
Monitor size
Max. overall monitor depth
Tilt adjustment
Height adjustment
Micro adjustment
Fine tune height
Levelling
VESA mounting
Primary materials

(per monitor)

4.5 - 25kg (10 - 55Ib)*
4.5 -18kg (10 - 401lb)*
24” - 55”

300mm (12”)

+12° / -8°

574mm (22.6”)

+6mm/-6mm (+%4”/-Y4")
+30 / _30

75x75 | 100x100
Aluminium, Steel

*Offset VESA locations exert additional leverage that can exceed the
capacity of the mount even though the monitor weight may be within the
stated range. Please contact Atdec if you would like further information.

WARRANTY
10 years limited
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MOVEMENT

Micro adjustment - Fine tune height

+/- 6mm (0.25™)

Micro adjustment - Levelling
+/- 3°
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Tilt angle
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BACK VIEW

Tilt angle +12° -8°

SIDE VIEW
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DIMENSIONS - TILT BRACKET ON 750 POST

Important Note:
Measurements taken from centre of VESA mount.

5;% - RANGE MIN MAX RANGE

1= MAX HEIGHT ON 750 POST 108mm 682mm 574mm

: GHT ON 750 POS (4.23" (26.84" (22.60")
MIN

DIMENSIONS - TILT BRACKET ON POST

41mm
i (1.62”)
CENTRE L _ v
OF POST
63mm
(2.477)
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VESA BRACKET DIMENSIONS

* Supplied 10mm spacers may be required for

recessed monitor surfaces

SIDE VIEW

75x75 and 100x100
VESA mounting holes
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TILT BRACKET DIMENSIONS

176mm
(6.9”)

SIDE VIEW
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DIMENSIONS - POST

OPTIONAL _  40mm __
Cable cover ‘ (1.577)
and clip
23mm
(0.91)
y Channel Total
S1.5mm Height Height
(2.037 750mm 756mm
i (29.53") (29.76”)
M8
FIXING 3
HOLES !
20mm <743.5rr)m
(0.79”) Q.71
TOP VIEW SIDE VIEW
DIMENSIONS - CABLE MANAGEMENT NOTE: Fits approximately
ten 7mm ("7,”) cables
27mm 33mm 17.5mm
14mm

1.3”) 7| (0.69

NOTE: Fits approximately
six 7mm (7, cables

180mm
(7.09”)

™

28mm
(1.10™)

\.

CABLE CLIP - TOP VIEW

CABLE COVER - TOP VIEW \j

DESK FIXING Below are the fixing options. For more information and detailed specifications for these
products please see the separate Technical Specifications available on the Atdec website.

Heavy Duty F Clamp
AWM-FH

Rear edge of
worksurface

A3mm 23" 0-68mm

1.69”) (0-2.68")
Worksurface

thickness

Grommet Mount

AC-GC Grommet 6mm
hole (0%4”)
C )
L]
18-36mm
(0.71-1.427) [ B
Worksurface 62mm
thickness (2.44”)
C No portion of this document or any artwork contained herein should be reproduced in any way without [y
A I D E the express written consent of Atdec Pty Ltd. Due to continuing product development, the manufacturer Please Recycle o

reserves the right to alter specifications without notice. ©20221125
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