
MONITOR ARRAY MOUNTS

Kontour Series monitor array mounts offer 
innovative features, easy installation and 
stylish design. 

MONITOR ARRAY MOUNTS 

K4 SERIES
For added flexibility, Chief offers the  

K4 Series of array mounts, which feature  

focal depth adjustment to meet any  

user’s preferred array distance.

K3 SERIES 
Centris Tilt provides 10° of  
fingertip tilt in each direction.

The solidly constructed, forged aluminium 
arms look great in healthcare environments 
and include attractive color accents.

Arms can be adjusted from 0° to 15°  
for customized viewing angles.

Model Configuration*
Monitor  

Height Range
Typical  

Screen Size
Monitor Width Range 
(with array arms flat)

Overall Dimensions 
(HxWxD)

K3F310B
2x1/3x1 

Freestanding
–– dual up to 30" and 

triple up to 27"
dual display = 51.2" (130 cm) 
triple display = 25.6" (65 cm)

21 x 40 x 15.5"  
(536 x 102 x 394 mm)

K3G310B
2x1/3x1 

Grommet/ 
Bolt down

–– dual up to 30" and 
triple up to 27"

dual display = 51.2" (130 cm) 
triple display = 25.6" (65 cm)

21 x 40 x 7" 
(530 x 102 x 179 mm)

K3F120B
1x2

Freestanding
max. height  

18.1" (45.9 cm) 10 - 30" –– 39 x 23 x 15.5"  
(986 x 576 x  394 mm)

K3G120B
1x2

Grommet/ 
Bolt down

max. height 
18.1" (45.9 cm) 10 - 30" –– 39" x 7.5 x 7"  

(986 x 192 x 178 mm)

K3F220B
2x2

Freestanding
–– 10 - 24" 14.6" (37.1 cm) 39 x 34 x 15.5"  

(992 x 864 x 394 mm)

K3G220B
2x2

Grommet/ 
Bolt down

–– 10 - 24" 14.6" (37.1 cm) 39 x 34" x 7" 
(986 x 864 x 179 mm)

K3 SERIES SPECIFICATIONS

K3F310B
FREESTANDING 3X1/2X1

ARRAY MOUNT

Kontour 




